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FAST
Flash Activator Spot Teck 
L’obiettivo di questa speciale macchina di nuova concezione è di ottimizzare e migliorare la 
fase critica nella produzione di calzature di riattivazione ed accoppiatura (assemblaggio) di 
suola e tomaia.
Fast è un dispositivo appositamente sviluppato da Robot System Automation per aiutare 
l’operatore nell’assemblaggio. 
L’unità di riattivazione permette un controllo di ottimizzazione delle unità di riattivazione 
per i due componenti, il tutto facilmente programmabile e gestibile attraverso un pannello 
di interfaccia touch-screen corredato da un software di controllo estremamente semplice 
per gli operatori addetti.
Il dispositivo garantisce un centraggio automatico della suola, e sfruttando un semplice 
pre-setting elimina che l’operatore debba posizionare la suola in accordo con l’incollaggio, 
questo riduce l’errore umano e permette un notevole incremento nella quale del prodotto 
finale.

The objective of this special machine is to optimize and improve the critical phase in fo-
otwear production of reactivation and assembling of sole and upper. 
Fast is a device specially developed by Robot System Automation to help the operator in 
this critical step.
The reactivation unit of the two components can be easily managed by a touch-screen 
interface panel accompanied by a user-friendly software for the operator. 
The device ensures an automatic centering of the sole, and using a simple pre-setting eli-
minates that operator places the sole in accordance with the biting line, this reduces human 
error, and allows a considerable quality increase in final product.

SPECIFICA TECNICA TECHNICAL 
SPECIFIC

Alim. Elettrica 220/338 V Power supply

Potenza installata 14KWA Power 
Consumption

Cons. Aria 
compressa

6 bar Air Compressed 
Cons.

Dimensioni 900x700x1600 Dimensions

Dim. Imballo 2000x1100x1400 Packaging Dim

Massa (netto) 240 kg Weight (Net)

Massa (lordo) 350kg Weight (Gross)
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380V

20kw

6-10 bar

900x700x1600

1000x800x1800

240kg

350kg


