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Rifilatrice automatica lineare o curva
Automatic trimmer linear or curved

Rifilatrice
tecnologia per le operazioni di taglio stivali PVC

• Aumento della qualità
• Riduzione dei tempi
• Consistenza

Trimming
technology for the trimming boots operations

• Quality increase
• Time reduction
• Consistency
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RIF  rappresenta la tecnologia Robot System Automation per l’automazione di 
taglio  nei processi produttivi in Tuttoplastico.
Compatta e versatile, RIF è la macchina automatica di taglio che permette di tagliare 
la parte superiore di ogni tipo di stivale, anche con profili “curvi”.
L’operatore carica lo stivale sull’apposito nastro trasportatore e sceglie il corretto 
programma di taglio attraverso un pannello di controllo.
La macchina può essere configurata con due diverse  tecnologie di taglio.
Il sistema di taglio è progettato e prodotto da Robot System Automation per 
essere affidabile e cosistente nel tempo. L’ultima tecnologia con lama a caldo, 
definita “Hot Knife”, permete di impostare diversi tipi di temperatura per ottenere 
un taglio costante e uniforme al variare dei materiali. 
La macchina puo’ essere integrata in una linea di finissaggio completamente 
automatica.
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Automatic trimmer linear or curved

The automatic trimming machine allowss to cut the top part of every type of full 
plastic boots, also with “curved profiles”.
The operator loads the boot on a conveyor belt and select the correct trimming 
program by a touch panel. The machine automatically trim the boot and can be 
equipped by two different trimming technologies.
The industrial blade designed and produced by Robot System Automation to be 
reliable and consistent in the time and the “Hot Knife Technology”allows to set 
different kind of temperatures and be constant and uniform according to various 
materials.
The machinery can be integrate in automatic finishing line. 

SPECIFICA  TECNICA TECHNICAL  SPECIFIC

Alim.  Ele2rica 480  Vac Power  supply

Potenza  installata 3  Kw Power  ConsumpEon

Cons.  Aria  compressa 8  bar Air  Compressed  Cons.

Dimensioni 380  x  100  x  200  cm  (LxAxP) Dimensions

Dim.  Imballo 400  x  120  x  225  cm  (LxAxP) Packaging  Dim

Massa  (ne2o) 800  Kg Weight  (Net)

Massa  (lordo) 1000  Kg Weight  (Gross)


